.> KRABY Lift up ITALIANA
.7 With standard unsprung hinges. Push to open. Automatic version.
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42130010UZ 50

Kg Kraby | Kg Kraby Kg Kraby Kg Kraby Kg Kraby Kg Kraby

COZEON 21-24  1x80N |28-32 2x50N |42-47 2x50N |56-63 2x8N |70-79 2x8N |84-95 2x100N

X\é CLYECION 24-26 1x80N [32-35 2x50N |47-53 2x8N |63-70 2x8N |79-88 2x100N 95-105 2x120N

N
\A\( COEEIN 26-29  1x80N |35-39 2x50N [53-58 2x80N |70-77 2x100N |88-97 2x120N

CECIIN 29-32 2x50N [39-42 2x80N |58-63 2x80N |77-84 2x120N

42131010UZ 80

42132010UZ 100

4213301007 120 (COEEIN 32-34 2x80N |42-46 2x100N [63-68 2x120N

(CALO0N 34-37 2x80N |46-49 2x100N [68-74 2x120N

kFurther newton strengths available on request.

J
The above chart refers to chipboard or MDF 18 mm doors and aluminium frame doors with glass 4 mm thick.
These are experimental results to be checked by the customer.
Our Technical Department is at your disposal to test further cases out of this chart.
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K Push Tech the short with
Push to open magnet visible or invisible

The dimensions of the drilling plan refer to carcases which use standard unsprung or negative hinges and mounting plates 0 mm.
Please note that min and max opening angle shown data is purely indicative. It varies with respect to the hinge brand and adjustment carried out.
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For pistons quantity and strength to be chosen according to door size, refer to the chart for “KRABY 355 mm - LIFT UP - Automatic version”.



